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Alphn Hi

Multifunctional Hydrographic USV |

] ADCP | Water Quality Detector | Multi-beam | Intelligent Hydrology Platform

Multi Beam Echo Sounder Integration

150 (€



Alpha Hi Multifunctional Hydrographic U5V

Alpha Hi is a multi-purpose surface robot platform with excellent fluid mechanics design. It comes standard
with RTK positioning and orientation and single beam, and is equipped with high-pressure and high-power

dual pump jet thr s. The front and rear of the hull are divided into three control system, patio and
electrical. The hydrological patio can be equipped with hydrographic equipment such as ADCP, multi-beam,
multiparameter water quality detector and other devices, and the deck bracket can be expanded with long
baseline antennas, searchlights, megaphones, meteorological sensors, etc.
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Integrated sofiware

Remote control with screen

Android Qualcomm 8-core, 5.5-inch high brightness screen,
dual frequency remote control, dual Hall rocker, remote
control + digital transmission + map transmission.

Automatic Measurement

According to the set route, it automatically records the
positioning information, sonar information, water temperature,
air pressure and other sensor data.

Auto-Return

Automatically returns to home point at the end of the route or
when the battery is low. The home point can be customized,
and return can be activated at any time with one key.

All-in-One USV Control Software

Functions in water works such as RTK and USV settings, map
loading, route planning, status displaying, and result exporting,
can all be realized in one such software.
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Multibeam Sensor

MS400U is a compact multi-beam echosounder specially designed for
the integration of small USV or other uncrewed platforms. It has built-in
sound velocity sensor, IMU sensor and GNSS module. The features of
small size, light weight and low power consumption are quite suitable
for integration to any autonomy platform. Its functions and perfor-

mance is perfect for any hydrographic surveying reguirements.

@ Physical Specifications

220 x 181mm (Round Version)

@ chnical Specifications

Transducer Size

Working frequency 400kHz
Kiumibior afbeams 512 205 x 205 x 181mm (Square Version)
Cross Track Beam Width 12 Transtycor Weight 73kg
Along Track Beam Width 20 Deck Unit Size 200 x 145 x 107mm
Suraii Sactor 1 43; Deck Unit Weight 2.5kg
S_oundm; Dep i — 150m Working Temperature -2°C~40°C
DepthResolu';aon 07 5<:m Storage Temperature -20°C~55°C
Max Ping Rate 60Hz Power Supply DC 10-32V / AC 110~240V
Sounding Mode EquiAngular or EquiDistant Powier Consumption okl
Signal type CW/Chirp
Pulse Width 15|_|5m_ P @ Software
Max Working Depth 50m
Display & Control Software ‘HydroQuest
Navigation & Data Collection Software HydroNavi
@' Features Post Processing Software Compatible with Hypack
Near Field Focusing Yes @ Auxiliary Sensors
Bottom Tracking Yes
Water Column Yes
Real-time Roll Stabilization Yes Sound Velocity Sensor  Hydro-Tech SV51500 (Built-in)
Muddy Water Survey Yes Sound Velocity Profiler Hydro-Tech SVP1500 (Optional)
Calibration free Survey Yes IMU Sensor Applanix SurfMaster (Built-in)
GNSS Module Trimble BD920 (Built-in)
0 Positioning & Attitude Specifications
Positioning 0.5 - 2m (DGPS) / 10cm (PPP) / 8mm-+1ppm (RTK)
Attitude 0.03° (RTK) / 0.025° (Post Processing)
Heading 0.06° (4m baseline) / 0.08° (2m baseline)

Heave

5cm or 5% Range / 2cm or 2% (TureHeave)




Professional Set Technical Specification

Alpha Hi x1 Dimension 118*55*45cm
Remote Controller X1 Material Polymer composite materials
gz;mote Controller vl Type Streamlined hull
arger Huil
Remote Controller X1 Net weight 25kg
Data Cable Maximum load 45kg
Network Antenna x1 Wind/wave resistance  Level 3 wind, Level 2 wave
2.4G Antenna X2 -
430-450MHz Antenna X1 Sounding range 0.2~200m
Radio Station X1 . Accuracy 1cm=0.1%h, h=the water depth (meter
Radio Data Cable x1 Single Beam
Radio Charger X1 Frequency SHz
Radio Antenna X1 Beam angle 8°
Battery X2 .
Battery Charger X1 Obs_tacle Yieo 1080pHD
Data Cable X1 Avoidance Millimeter Wave Radar ~ Standard
Plug ®d Propeller DC pump spray
Ethernet Port X1

Bebugglng Gabl Material of the propeller High hardness alloy blades

Front and rear protection against water

Life Jacket X1 Protective design weeds and fishing nets

Tool Bag X1 Power Speed Cruise 2m/s, top speed 6m/s
USV User Manual X1

Configuration Checklist %1 Power 33.6V, 1776wh

Safety Instructions %1 Battery life 6h, Optional 12h

Warranty Card %1 Battery Removable

Certificate of Compliance X1 installation method

GPS: L1C/A, L1C, L1P, L2C, L2P, L5,

Customization BDS: B1l, B2I, B3I, B1C, B2a.

Galileo: E1, E5a, E5b.
QZSS: L1C/A, L1C, L2C, L5

Position and
5 . RTK Built-in GNSS Recei
Orientation uiltin R
System Positioning Horizontal: *=(8+1X10°D)mm,
accuracy Vertical: +(15+1X10°D)mm
Channel 1408
Automatic lifting system Orientation High-precision three-dimensional electronic compass
Sensor + stepper motor control system System Two GNSS Antenna Orientation
supports sampling of different water
layers, automatic recovery and control RTK communication built-in radio, 4G network
f d velocit filers, etc. =
arsoun eloCity profiers, etc V|dea 2,4GHZ
Communication  Remote control 2.4GHz
Communication Unlimited for network, radio 3km, remote control
distance 2km (ideal environment)

ADCP, multi-beam, Water quality multi-parameter, water quality sampling,

Instrument Cabin inspection emergency response and other equipment

Visual Al *The above technical parameters are for your reference. The company reserves the right to change the design

i ; i . and planning of the product based on the actual product.
Automatically identify shore, waterline,

and water surface targets through
visual technology to achieve intelligent
execution of water operations tasks
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